Extra-height Test Space Series ( Single Column )
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Computerized Universal Test Machine

HD-B601
HD-B602

HD-B609
HD-B609A

HD-B609A-S

HD-B609B-S

HD-B603

HD-B604-S
HD-B604B-S

HD-B609-D

HD-B617
HD-B617-S

HD-B615-S

HD-B615A-S

HD-B612-SE 3l

HD-B616%& %l

HD-B616S% 5l

HD-B607-S

HD-B617 HD-B617-S
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Product Description
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Function: This machine can be used to do tension, compression, bend, adhesion, shear,
peel test with different clamps according to customer requirements and international
standards.
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Application Industry: Plastic & Rubber, Textile, Leather, Electronics, Automobile and so

on. Also widely popular in Colleges and Universities, Scientific Research Institution,
Quality Inspection Institute, etc.
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Manufacture Standard  GB/T 16491,GB/T 17200,GB/T 2611

TestStandard  GB/T 1040, GB/T 528,GB/T 529,GB/T 8808, GB/T 13022, GB/T 2790,
GB/T13923.1,GB/T20310,GB/T3690,GB/T 4944,GB/T 3686,
GB/T 10654, HG/T2580,DL/T1476,JC/T777 HG/T 2538,
BSENISO 1421,GOST 18299.DIN 53357,BS 903,BS 5131,
ASTM D3574,ASTM D6644---
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HAIDA INTERNATIONAL EQUIPMENT

S Model HD-B617 HD-B617-S
£%88 7 B Load cel capacity 100N, 200N, 300N, 500N, 1KN, 2KN, 5KN, BJ#F (Optional)

1R58 J15E M Forcerange 1.0%~100%FS 0.2%FS~1009%FS
224175 = Control way EHRIZH)(LCDRR), TTEERLCD&PC

R SE M Test speed 50-300mm/min 0.01-500mm/min

BAITE (BRA)

Vertical test space including clamp
FEREATE Load resolution
F1{EFEEE Load accuracy

E3 A Motor
YeFFscrew

R34 B Profection device

SN2 R ~f Dimension (L*W*H)
E &8 Weight

HjEPower

Website: www.haidatestequipment.com

1400mm

1/200,000
< RIEH £ 1.0% < + 1.0% of indicated value

k#5384 OPG adjustable-speed motor

1 O SRR 24T High precision ball screw

1/500,000
< R{EM + 05% < +05% of indicated value

AT fa)BR E 4/l Panasonic servo motor

EEER100% BENEH (R E ) , BFRARRTIRENERP
Machine will stop automatically when force reaches 100% of load cell capacity (software setting);
It has double protection with limit switches and program setting.

550*430*1700mm
£980KG Approx

1¢,AC 220V, 50Hz

E-mail: manager@qc-test.com




